
AXA SERIES
STUDIO 12L

STUDIO 12L

FREQUENCY RESPONSE DATA*

* Half space response measured in a 975 litre sealed box  
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ELECTRO ACOUSTIC SPECIFICATIONS
Nominal Chassis Diameter 12”
Impedance 4 / 8 / 16 Ω
Power Handling 200 w (AES)
Sensitivity (1 w - 1 m) 102 dB
Chassis Type Cast Aluminium
Voice Coil Diameter 2.5” / 63.7 mm
Coil Material Copper
Magnet Type Ferrite
Magnet Weight 82 oz
Usable Frequency Range 45 Hz - 7 kHz
Resonance FS Hz 49
RE Ohms 5.2 Ω

MOUNTING / SHIPPING INFORMATION
Overall Diameter 13” / 330 mm
Overall Height 5.51” / 140 mm
Magnet Diameter 7.16” / 182 mm
Baffle Hole F/M
Mounting Hole Qty and 
Diameter

8x 7.0 mm

Fixing Holes 11.75” / 298 mm PCD
Nett Weight 17 lb / 7.7 kg
Shipping Weight 19 lb / 8.6 kg
Packing Carton 
Dimensions

340 x 340 x 222 mm

Probably the world’s most outstanding metal speaker! Drop tuning or 7 
string is handled with ease. This speaker is neutral sounding and 
uncoloured across the spectrum. Super efficient with a sensitivity of 102db 
and has unrivalled clarity and power. Now with 8 hole fixing to suit all 
standard installations. Transform your tone and reach metal Armageddon!




