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1. MECHANICAL SPECIFICATION                                 2. ELECTRICAL SPECIFICATION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SHAFT 
 
 

 
 
 

TAIWAN ALPA ELECTRONIC CO., LTD. 

1. OUTSIDE DIMENSION append fig.  

2. TOTAL ROTATION ANGLE degree 300 ±5° 

3. TOTAL TRAVEL STROKE mm  ±0.5 

4. NUT WIRING STRENGTH twisting moment less than 9 kg.cm 

5. SCREW TIGHTENING FORCE torsional moment less than  kg.cm 

6. ROTATION TORQUE speed 60 deg/sec. 20~200 g.cm 

7. SLIDING FORCE speed 20mm/sec  g.cm 

8. SHAFT LEVER STRENGTH pulling pushing more than  kg 

9. SHAFT LEVER WOBBLE within  mm (bending moment  g.cm) 

10. SHAFT LEVER STOP STRENGTH more than 6 kg.cm (static load) / 60 sec 
more than  500 g.cm / 10 ± 1 sec 
soldering heat 350±5°C/3sec. 200g.cm/10 ±1sec 11. TERMINAL STRENGTH 
resist change within ± 2% 

12. CLICK POSITION & TORQUE g.cm  

13. SWITCH WORKING ANGLE (STROKE) degree (mm)  

14. SWITCH WORKING TORQUE (FORCE) g.cm  

15. SWITCH CIRCUIT   

 

1. OVERALL RESISTANCE & TOLERANCE terminal 1-3  Ω± 20 % 
2. TAP RESISTANCE & TOLERANCE terminal 1-4  Ω±  % 

3. RATED WATTAGE temp 0~50°C 
 

0.5 (Linear types), 0.25 Audio Types 
 

4. MAXIMUM WORKING VOLTAGE   500 V 

 B  50   %point 5. RESISTANCE TAPER MEASURING POINT 

& TOLERANCE 
 

40 ~ 60 % 

6. RESIDUAL RESISTANCE terminal 1/3 side less than 20/20 Ω 

7. TAP RESIDUAL RESISTANCE terminal 4 side less than  Ω 

8. SLIDE NOISE speed  60°  /  1 sec less than 47 mV 
9. INSULATION RESISTANCE more than 100 MΩ(DC 500 V) 

10. WITHSTAND VOLTAGE AC 500 V 1 minute 
11. TRACKING ERROR    

12. SWITCH CONTACT RESISTANCE MΩ less than  mΩ 
13. SWITCH RATING   
 

MATERIAL  
                    

ALUMINUM
 

 
 

 
MODEL NAME 

 

 

3. USABLE TEMPERATURE RANGE: from –10°C to 70°C 
4. VR LIFE 15,000 ±  TIMES 

Z-ML-X






