. { Jensen Jet Electric Lightning
J ENSEN 10"- 100W Ceramic Guitar Loudspeaker
C10/S0EL-8Q
Loadseaters Sample 4268 P
GEMERAL CHARACTERISTICS ELECTRICAL CHARACTERISTICS
Nominal Overall Diameter .........c....... 259 | mm Nominal Impedance.........coveiiniararnnnns Bl
Nominal Voice Coil Diameter .............. 38 | mm Musical POWET ...cocvviiiiiiiinionnianieneaees] 100 |W
Magnet Weight ..oovvviiiiiiiiiririnnsesasss 810 g RALEO POWRE" viiiisviinissvsnsiabinrasasvs it 50 (W
Pl DERsI o i i S p v 1.15|T Sensitivity @ TW, 1m oovvvveciiennnianeaeas| 97.3 | dB
Welght oo s 3.00 | Kg
THIELE-SMALL PARAMETERS n' Bholes B4 %65
Voice Coil DC Resistance ........... Re 6.80 | 02 - 280, 2@ 2450
Resonance Frequency .............. f; 99.0 | Hz
Mechanical Q Factor............o.o.] Qus | 12.68 i
Electrical Q Factor.......coveeiavnnad Qe 0.76
Total Q Factor.......oevevvvvnvenennd Qs 0.72
Mechanical Moving Mass .......oo.o] Mus 18.0 ) g
Mechanical Compliance.............| Cgus 144 | um/H
Force Factor .....ccvveeeviiiinnnannaad Bl 9.97 | Wb/m o
Equivalent Acoustic Volume........| Vi 22.3 | 1t. a2
Maximum Linear Displacement ....| Xuw | +/-1.0] mm
Reference Efficiency ......c.cc.c...l| 1 2.72 | %
Diaphragm Area.....................| S5 | 330.1]cm’
Losses Electrical Resistance........| Rgg 90.0 (02
Voice Coil Inductance @ 1kHz ..... Le 0.62 | mH ,
CONSTRUCTIVE CHARACTERISTICS
MagNet......ccoviiianemsiinranianacsney Ferrite
Voice Coil Winding........covaenn, Aluminium
Voice Coil Former........covveeevanes Kapton
CONE civvvvvsrmssnisiivanisnivasiasivans Paper
Surround....ooicoiieiiniienianene  Paper - Integrated
Dust Dome ....covvevisnnvarenenneean.d  Mon Treated Cloth . e | 3
Basket ....oooveiiiiiiiiiiinnne..|  Pressed Sheet Steel 2
‘rated power measured with 2 hours test with pink noise signal, 6 dB crest factor, loudspeaker mounted on enclosure
Thiele-5mall parameters measured with LASER system
Frequency Response on IEC Baffle (DIN 45575) @ 1 W, 1 m - Impedance
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Due to continuing product improvement, the features and the design are subject to change without notice. 21021
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