JENSEN [ .iznes,
Guitar Loudspeaker

music industries 9 Ref. # ZJO605 y
GENERAL CHARACTERISTICS ELECTRICAL CHARACTERISTICS
Nominal Overall Diameter ................. 307 | mm Nominal Impedance......cceeemeeeevnnnnn.. 16 | Q
Mominal Voice Coil Diameter .............. 38 | mm Rated Power (DIN 45573 - |IEC 268.5)...... 50 | W
Magnet Weight .......oeuiiininnieneincnananns B26 | g Musical Power (DIN 45500) ......ccccceveee. . 100 | W
Fliee Density sosmnmennnrnnanasee| 16T Sensitivity @ 1TW, T m..ceccevvinaccnnco} 97.8 | dB
THIELE-SMALL PARAMETERS n° 8 holes @ 6.5
Voice Coil DC Resistance...........J Rg 12.00 | © at 45° on @ 293.5
Resonance Frequency ......c.......d fe 91.0 |Hz
Mechanical Q Factor................d Qus 5.77
Electrical Q Factor.. veeneneeeeed Qrs 0.98
Total Q Factor.. . 0.84
Mechanical Movlng Mass 4 My 270|g
Mechanical Compllanoe............ Cus | 125.0 | um/N
Force Factor.. weeed Bxl | 13.71 | Wb/m
Equivalent Acoustlc Volume Vs 42.2 | It.
Maximum Linear Dlsplacement ceed Xoax 1.00 | mm
Reference Efficiency ......c........d 1o 2.84 %
Diaphragm Area.. vemeeneennead  Sp | 4908 cm?®
Losses Electrical Resmtance Res 70,0 | &
Voice Coil Inductance @ 1kHz ..... Lr 1.05 | mH
CONSTRUCTIVE CHARACTERISTICS
Magnet .. S AlNiCo
Voice C0|l Wlndlng Copper
Voice Coil Forrner................... Kapton
GO S e s e Paper
Surround ....ceevviieinnnnnennaaee....4  Integrated Paper
DUSE DOIME . .ccicvrvnnsansmnmmnnnnson Solid Paper
Basket .......ccovveiencnnnennnnanna..d  Pressed Sheet Steel
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Due to continuing product improvement, the features and the design are subject to change without notice. 27/08/2001
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