%
: 12"- 140W Ceramic Guitar Loudspeaker
JENSEN C12/70EL- 80
Lowdspeaters Code ZJ06380 P
GENERAL CHARACTERISTICS ELECTRICAL CHARACTERISTICS
Nominal Overall Diameter ........coveee... 307 | mm Nominal Impedance.......c.ovvevenenennnnnnnn 8|10
Mominal Voice Coil Diameter .............. 50 [ mm Musical Power .. T I o A R
Magnet Weight ..........cccevvivinnennne..| 1450 | g Rated Power” .. e . k.
Flux Density. .....ee e eeeceencracernennnns 1.15|T Sensitivity @ 1 W 1 m . crennrnnaennnad  99.0 | dB
Weight. . iniiriisir i ronsmsvmnrniane]  odh. 30| K
THIELE-SMALL PARAMETERS n 8 holes @ 6.5
Voice Coil DC Resistance ..........] Re | 6.33]Q a 307.(145°on @285/
Resonance Frequency......cueeeeund [ 95.0 | Hz '
Mechanical Q Factor................| Qus | 14.77 '
Electrical Q Factor.. censend Es 0.70
Total Q Factor.. veennenanneaned Q73 0.67
Mechanical Mm-'mg Mass 1 Mus 299|g
Mechanical Compllance............. Cus 94 | um/N
Force Factor............ weeewed Bxl | 12.70 | Wb/m =2
Equivalent Acoustlc \r‘olurne | Vis 32.0] lt. &
Maximum Linear Dlsplacernent.... Xiax +/-1.0| mm
Reference Efficiency .....ccceeuueeed g 3.76 | %
Diaphragm Area.. vevrennnenned 5o | 490.9 | cm?
Losses ElectncalRemstance ..| Rgs 133.3| O
Voice Coil Inductance @ 1kHz ..... Le 0.60 | mH |
CONSTRUCTIVE CHARACTERISTICS ?
Magnet... —— Ferrite ]
Voice C0|l Wlndmg Aluminium &
Voice Coil Forrner.................... Kapton S
R Paper
Surround.......ccoeeeeiannnannne...... | Paper - Integrated ﬁ
Dust Dome ..........cceeevveeeenn....d Non Treated Cloth ! ! P
Basket ...........cviieiennnennnn..... Pressed Sheet Steel - @ 155.0 -

‘rated power measured with 2 hours test with pink noise signal, 6 dB crest factor, loudspeaker mounted on enclosure
Thiele-Small narameters measured with [ ASFR sustem

Frequency Response on IEC Baffle (DIN 45575) @ 1 W, 1 m - Impedance
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Due to continuing product improvement, the features and the design are subject to change without notice. 09/05/08

Tube Amp Doctor GmbH phone: +49 (0) 6247/90409-0 fax: +49 (0) 6247/90409-28 e-mail: infold@tubeampdoctor.com





